


How to use the 
sewer clean-out:

Locate the clean-out
If there are two, use the one closest 
to the home.

Remove the cap and insert the drain hose 
a few inches into the pipe.

Secure the drain hose so to prevent it from 
popping out.

Turn on the Pump:
The maximum recommended discharge rate 
is 12 gallons per minute (720 gal/hr). However, 
the safe �ow rate may be less, depending on 
the size/conditions of the drain line, so adjust 
as needed depending on your drain line’s size 
and condition.

Immediately Check for Backups:
Ensure no water is backing up into the house. 
Drains in showers and tubs are the �rst 
places to check. If the water backs up, turn 
off the pump immediately. You may have a 
blockage, or the �ow rate is too high.
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WHAT TO DO:

WHAT NOT TO DO:
Don’t backwash or drain your
pool into the street.

Don’t allow pool water to drain
onto neighboring yards or into
nearby washes.

Don’t drain into a septic tank.

Don’t install the pool drain line as a 
permanent �xture. This may violate the 
city plumbing code or county health 
regulations and could contaminate 
the water when you re�ll the pool.

Do backwash into retention areas
with tolerant plants onto turf.

Do check plant sensitivity before 
backwashing into landscape areas.

Do backwash or drain into the
sanitary sewer cleanout
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